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Green Line
4GB VLP DIMM and 8GB Dual Channel Kit

Ordering Information

The Green Line is tuned for extremely fast clock speeds, low latencies, low power consumption and a very 
low profile (0.72” tall) on H55 based Core i5 and Core i7 systems. These unbuffered modules are hand tested 
in the latest Core i7 motherboards in a dual channel configuration to guarantee bone jarring performance 
combined with cost cutting design.

Module Features

Test Specs

Test Latencies

W160LB4GL9
W160LX8GL9

4GB DDR3-1600 CL9
8GB DDR3-1600 CL9 Dual Channel Kit

Chip Architecture
Ranks
Module Architecture
Type
Package
Default latency in SPD
Warranty

CPU
Modules Installed
Vdimm
Motherboard

Clock Speed
DDR Speed
Data Rate

Part Number
W160LB4GL9

CAS – tRCD – tRP – tRAS
9-9-9-28

1600MHz
DDR3-1600
PC3-12800

Core i7
2 DIMMS only*
1.35V
ASUS P8Z68-VPRO or equiv

16 pcs 256M x 8 chip per DIMM
Dual Rank
512M x 72
Non-ECC Unbuffered
240-pin DDR3 DIMM
9-9-9-28
Super Talent Lifetime Warranty
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